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*Optional Student Handheld Microphone Available.
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THE SAFE SYSTEM.

Security Alert For Education
The Ultimate IISE is a critical component of the
Security Alert For Education System.
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The Student Handheld & Micro Teardrop Teacher
Microphones were honored with the 2009 Award
of Excellence from TECHz; LEARNING Magazine
as the Best Educational Offering.

The Ultimate IISE Specifications
50 Watt Classroom Audio System

50W RMS, 75W Peak <1% THD 50Hz to 15kHz

2-Channel Stereo Sound

50 Hzto 15 kHz +/- 2dB

24 Vdc, 2.5 amps (Power supply included)

Teacher 1:2.30 MHZ

Teacher 2:2.80 MHZ

TRF (Tuned Radio Frequency)

>80db

Up to 7 sensors (Additional sensor couplers may be required)
2-Teacher Volume Controls

3-Band Equalizer (Low, Mid and High)

4-Auxiliary Volume Controls

1-Master Volume Control

4-Speaker Volume Controls

1-Power Switch

Own-Teacher 1, Other-Teacher 2, Line-Auxiliary Inputs
Aux Mute Sensitivity

Feedback Blocker On/Off

4-Stereo Auxiliary Inputs for TV/DVD, CD, Computer & MP3
Line Output

8-8 Ohm Speaker Connections
PA Override Terminals

SAFE System Function Outputs
DC Power Connector

IR Sensor Connector

Signal Ground Terminal

>40dB

+40kHz
421Hx16.5Wx10.9in.

71b 150z (3.6 kg)

4-50W CS-09 (See Speaker spec sheet)

Speaker back can meets UL (2043)
criteria for Plenum installation.

www.AudioEnhancement.com 800.383.9362



Front of Amplifier

Indicator Lights
(Feedback Blocker light yellow upon activation)

(IR Signal light green when receiving a signal)
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Infrared Wire ess Receiver/Amplifier Ultimate IS

Power Switch 3-Band Equalizer

Microphone Volume Controls
Microphone Volume Controls - Teacher 1 & 2 adjusts the volume of each
infrared microphone.

Auxiliary Input Volume Controls - These control the volume of the auxiliary
inputs connected to the input terminals on the back of the amplifier.

3-Band Equalizer - The 3-Band Equalizer allows the teacher to have control over

the quality of his or her voice.This adjustment is made by adjusting the “LOW’“MID’ or

“HIGH" controls until the desired sound quality is achieved.

Master Volume Control - Adjusts the overall volume level of the system.

Speaker Volume Controls - The volume level of each speaker zone can be

independently adjusted with these controls. This allows for optimal sound coverage in

the classroom for individual students’ needs.
Back of Amplifier

Aux Mute Sensitivity PA Override Terminals

Sensor Input Terminal

8 Speaker Outputs

Speaker Volume Controls
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Line Output Auxiliary Inputs SAFE System Function Outputs Feedback Blocker

Aux Mute Sensitivity - This switch selection controls whether or not the
teacher’s voice mutes the auxiliary inputs when he or she speaks.

Line Output - Provides a line level output for connection to external devices for
podcasting, video conferencing, and student Assistive Listening Devices.

Auxiliary Inputs - These inputs allow other media sources such as DVD, TV,
CD, and MP3 player to be connected to the Ultimate IISE amplifier.

SAFE System Function Outputs - Provides connections for special function
devices including the SAFE System.

Sensor Input Terminal - Up to 7 sensors can be connected via the F-connector
and coaxial cable for the infrared wireless sensor(s), which provides signal and
power. (Additional sensor couplers may be required)

Feedback Blocker - Switches the automatic Feedback Blocker function on and off

8 Speaker Outputs - The Ultimate IISE allows up to 8 speakers to be connected to
the amplifier.

Audio Enhancement products are RoHS and UL compliant.

Ultimate IISE Spec Sheet 12016.02

DC Power Connector

THE SAFE SYSTEM.

Security Alert For Education
-

By simply pressing and holding the Function (F)
button a silent alert is sent unnoticed by an
intruder, providing responders with a variety of
options. For more information, please request a
SAFE System Security Brochure from your
Regional Sales Director.
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